
 
Fixed Frame 

Reference Fixed (RF) 

§   Enlightor-4K fabric   

§   Groove tensioning system   

§   3.75" wide Infinite Black™ velvet border  
Frames the image with bold overscan absorption. 

§   2.5” deep, 8-piece frame, masking panel 
option   

The Enlightor-4K fabric is held under permanent tension by a rigid aluminum frame that combines boldness in design, 
strength to span 300" without sag.  The 3.75" wide frame is coated in our Infinite Black™ velvet which absorbs 99.7% of 
the incident light, creating the perfect black border.  

 

Series-3 

Our mid-size extrusion offers flexibility to handle all we have to offer.  Available with both attachment techniques, the 
Series-3 scales up to 210” wide in a four-piece construction. 

§   Enlightor-4K fabric  With the optional groove tensioning, EN-4K can be 
used for closer viewing distances. 

§   Enlightor-Bright, Ambient-Visionaire, and Radiant fabrics  The post 
and grommet attachment method brings the easiest attachment available. 

§   3.3" wide Infinite Black™ velvet border   

§   1.6” deep, 4-piece frame, masking panel option  
 

Series-2 

Our thinner extrusion features post and grommet attachment method in a frame appropriate for smaller screens and 
multipurpose rooms, and the maximum image sizes available in the Ambient-Visionaire material. 

§   Enlightor-Bright, Ambient-Visionaire, and Radiant fabrics 

§   2.6" wide Infinite Black™ velvet border 

§   1.3” deep, 4-piece frame   


